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Geberit Xeno² washbasin

   

Characteristics

• Can be installed with a washbasin cabinet

Technical data

Material Fine fireclay

To order additionally

• Washbasin connector

Art. no. Colour / 
surface

Tap hole Overflow B B1 B2 Cabinet 
width

H T Fastening 
points

500.530.01.1 white / 
KeraTect

centred without 60 
cm

– cm 57.2 
cm

58 cm 14 
cm

48 
cm

2

500.552.01.1 white / 
KeraTect

without without 120 
cm

24 
cm

117.2 
cm

118 cm 14 
cm

48 
cm

4

500.550.01.1 white / 
KeraTect

left and 
right

without 120 
cm

24 
cm

117.2 
cm

118 cm 14 
cm

48 
cm

4

500.531.01.1 white / 
KeraTect

centred without 90 
cm

12 
cm

87.2 
cm

88 cm 14 
cm

48 
cm

4

500.532.01.1 white / 
KeraTect

without without 90 
cm

12 
cm

87.2 
cm

88 cm 14 
cm

48 
cm

4

500.551.01.1 white / 
KeraTect

centred without 120 
cm

24 
cm

117.2 
cm

118 cm 14 
cm

48 
cm

4

Accessories

• Geberit washbasin connector Clou with lever actuation
• Geberit waste outlet with free outlet
• Geberit valve cover for washbasin connector Clou
• Geberit bottle trap with dip tube for washbasin, space-saving model, horizontal outlet
• Geberit bottle trap for washbasin, plastic, horizontal outlet
• Geberit fastening material for washbasin

• Geberit washbasin connector Clou with lever actuation. Only compatible with washbasins 60 and 90 cm with one tap hole when 
installed without a cabinet
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