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For split air conditioners:
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         Thank you for choosing our product. 
            For proper use, please read and keep this manual carefully. 
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Service Manual

Set fan speed

Send signal
Turbo mode

8  heating function
Set temperature

Set time X-FAN function

TIMER ON/TIMER OFF
Child lock
Up & down swing
Left & right swingLight

Temp. display type
:Set temp.
:Outdoor ambient temp.

:Indoor ambient temp.

Sleep mode
Clock

Heat mode
Fan mode
Dry mode

Cool mode
Auto mode

Operation mode

I feel

Healthy mode
Scavenging functions

Quiet

WiFi
 This is a general remote controller.Some 
 models have this function while some
 do not. Please refer to the actual models.
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1 ON/OFF button

2 MODE button

3 FAN button
4 TURBO button

6      button

7     button

9 I FEEL button

14 LIGHT button

15           button

16 TEMP button

11 CLOCK button

12 QUIET button

13 WiFi button 

10 TIMER ON / TIMER OFF button

8 SLEEP button

5 ▲/     button

▲
This is a general use remote controller, it could be used for the air conditioners with multifunction; For some function, which the 
model doesn't have, if press the corresponding button on the remote controller that the unit will keep the original running status.
After putting through the power, the air conditioner will give out a sound. Operation indicator "      " is ON (red indicator,the colour is 
different for different models). After that, you can operate the air conditioner by using remote controller.
Under on status, pressing the button on the remote controller, the signal icon "      " on the display of remote controller will blink 
once and the air conditioner will give out a “di” sound, which means the signal has been sent to the air conditioner.

●As for the models with functions of  WiFi or wired controller, the indoor unit must has been controlled by standard remote controller under auto 
mode first,and then the function of adjustable temperature under auto mode can be realized by APP or the wired controller. 
●This remote controller can adjust the temperature under auto mode. When matching with the unit which is without the function of adjustable 
temperature under auto mode, the set temperature under auto mode may be invalid, or the displayed set temperature on the unit is not same as  
that on the remote controller under auto mode. 
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Press this button to turn on the unit. Press this button again to turn off the unit.

It’s Low fan speed under Dry mode.
X-FAN function Hold fan speed button for 2s in COOL or DRY mode, the icon “ ” is displayed and the indoor fan will continue operation for 
a few minutes in order to dry the indoor unit even though you have turned off the unit. After energization, X-FAN OFF is defaulted. X-FAN 
is not available in AUTO, FAN or HEAT mode.
This function indicates that moisture on evaporator of indoor unit will be blowed after the unit is stopped to avoid mould.
Having set X-FAN function on: After turning off the unit by pressing ON/OFF button indoor fan will continue running for a few minutes. at 
low speed. In this period, Hold fan speed button for 2s to stop indoor fan directly.
Having set X-FAN function off: After turning off the unit by pressing ON/OFF button, the complete unit will be off directly.

(This indicator is not 

(This indicator 

Operation indicator is ON. 

available for some models).

(This indicator is not 
available for some models).

is not available for some models).

Fan speed: auto, low speed, low-medium speed,medium speed, 
medium-high speed,high speed.
Under auto mode, temperature can be displayed;Under auto mode,set temperature can be adjusted.

This button is used for setting Fan Speed in the sequence that goes from AUTO, , to, , ,

then back to Auto.

Low-Medium speed

Medium-High speed

Medium speed

High speed

Auto

Low speed
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When I FEEL function is turned on, the remote controller should be put within the area where indoor unit can receive the signal sent by the 
remote controller.

● The      function is only available for some mode

● Press this button, can select Sleep 1 (      ), Sleep 2 (      ), Sleep 3 (      ) and cancel the Sleep, circulate between these, after electrified, 
Sleep Cancel is defaulted.Sleep 1 is Sleep mode 1, in Cool modes; sleep status after run for one hour, the main unit setting temperature will
increase 1 , two hours, setting temperature increased 2 , then the unit will run at this setting temperature; In Heat mode: sleep status after run 
for one hour, the setting temperature will decrease 1 , two hours, setting temperature will decrease 2 , then the unit will run at this setting 
temperature.
● Sleep 2 is sleep mode 2, that is air conditioner will run according to the presetting a group of sleep temperature curve.
● Sleep 3-the sleep curve setting under Sleep mode by DIY;
(1)Under Sleep 3 mode, press “Turbo” button for a long time, remote controller enters into user individuation sleep setting status, at this time, 
the time of remote controller will display “1hour”, the setting temperature “88” will display the corresponding temperature of last setting sleep 
curve and blink (The first entering will display according to the initial curve setting value of original factory);
(2)Adjust "▲" and " "▲ button, could change the corresponding setting temperature, after adjusted, press “Turbo” button for confirmation;
(3) At this time, 1hour will be automatically increased at the timer postion on the remote control, (that are "2hours" or "3hours" or "8hours"), 
the place of setting temperature "88"will display the corresponding temperature of last setting sleep curve and blink;
(4) Repeat the above step (2)~(3) operation, until 8 hours temperature setting finished, sleep,curve setting finished, at this time, the remote
controller will resume the original imer display; temperature display will resume to original setting temperature.
● Sleep3- the sleep curve setting under Sleep mode by DIY could be inquired: The user could accord to sleep curve setting method to inquire 
the presetting sleep curve, enter into user individuation sleep setting status, but do not change the temperature,press “Turbo” button directly for
confirmation. Note: In the above presetting or enquiry procedure, if continuously within 10s, there is no button pressed, the sleep curve setting 
within 10s, there is no button pressed, the sleep curve setting status will be automatically quit and resume to display the original displaying. 
In the presetting or enquiry procedure, press "ON/OFF" button, "Mode" button, "Timer" button or "Sleep" button, the sleep curve setting or 
enquiry status will quit similarly.

1 2 3
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13.WiFi button

This function is only available for some models.

This function is applicable to partial of models.

Press " WiFi " button to turn on or turn off WiFi function. When WiFi function is turned on, the " WiFi " icon will be displayed on remote 
controller; Under status of unit off, press "MODE" and " WiFi " buttons simultaneously for 1s, WiFi module will restore to factory default 
setting.

● The Quiet function can be set up in all modes; Under the Quiet mode,the fan speed is not available.
● The Quiet function is only available for some models.
● When quiet function is selected
Under cooling mode: indoor fan operates at notch 4 speed. 10 minutes later or when indoor ambient  temperature≤28℃, indoor fan will operate 
at notch 2 speed or quiet mode according to the comparison between indoor ambinet temperature and set temperature.
Under heating mode: indoor fan operates at notch 3 speed or quiet mode according to the comparison between indoor ambient temperature and 
set temperature.
Under dry, fan mode: indoor fan operates at quiet mode.
Under auto mode: the indoor fan operates at the auto quiet mode according to actual cooling, heating or fan mode.
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13.WiFi button

This function is only available for some models.

This function is applicable to partial of models.

Press " WiFi " button to turn on or turn off WiFi function. When WiFi function is turned on, the " WiFi " icon will be displayed on remote 
controller; Under status of unit off, press "MODE" and " WiFi " buttons simultaneously for 1s, WiFi module will restore to factory default 
setting.

● The Quiet function can be set up in all modes; Under the Quiet mode,the fan speed is not available.
● The Quiet function is only available for some models.
● When quiet function is selected
Under cooling mode: indoor fan operates at notch 4 speed. 10 minutes later or when indoor ambient  temperature≤28℃, indoor fan will operate 
at notch 2 speed or quiet mode according to the comparison between indoor ambinet temperature and set temperature.
Under heating mode: indoor fan operates at notch 3 speed or quiet mode according to the comparison between indoor ambient temperature and 
set temperature.
Under dry, fan mode: indoor fan operates at quiet mode.
Under auto mode: the indoor fan operates at the auto quiet mode according to actual cooling, heating or fan mode.

Note:

If “H1” is displayed on the remote controller while it’s not operated by the professional person/after-sales person, it belongs to the misoperation. 
Please operate it as below to cancel it.Under the OFF status of remote controller, hold the Mode button for 5s to cancel “H1” display.

● If remote controller displays “H1”, it belongs to the normal function reminder. If the unit is defrosting under heating mode, it operates according 
to H1 defrosting mode. “H1” won’t be displayed on the panel of indoor unit;
● Once you set H1 mode, if you turn off unit by remote controller, H1 will display 3 times on the remote controller and then disappear;
● Also, when you set  H1 mode, when you change to heating mode, H1 will display 3 times on the remote controller and then disappear. 
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