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EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2

Äëèíà è øèðèíà
Length and width

Äëèíà è øèðèíà
Length and width

Òîëùèíà
Thickness

Òîëùèíà
Thickness

Ïðî÷íîñòü ïðè èçãèáå
Bending strength

Ïðî÷íîñòü ïðè èçãèáå
Bending strength

Ìîðîçîñòîéêîñòü
Frost resistance

Ìîðîçîñòîéêîñòü
Frost resistance

Èçíîñîñòîéêîñòü
Abrasion resistance

Èçíîñîñòîéêîñòü
Abrasion resistance

Óñòîé÷èâîñòü ê îáðàçîâàíèþ ïÿòåí
Stain resistance

Óñòîé÷èâîñòü ê îáðàçîâàíèþ ïÿòåí
Stain resistance

Ïðÿìîëèíåéíîñòü ãðàíè
Border rectilinearity

Ïðÿìîëèíåéíîñòü ãðàíè
Border rectilinearity

Ïðÿìîóãîëüíîñòü
Squareness

Ïðÿìîóãîëüíîñòü
Squareness

Îòêëîíåíèå îò ïëîñêîñòíîñòè
Variation in plane

Îòêëîíåíèå îò ïëîñêîñòíîñòè
Variation in plane

Âîäîïîãëîùåíèå (%)
Water absorption (%)

Âîäîïîãëîùåíèå (%)
Water absorption (%)

Òåðìè÷åñêàÿ ñòîéêîñòü
 Thermal resistance

Òåðìè÷åñêàÿ ñòîéêîñòü
 Thermal resistance

Óñòîé÷èâîñòü ê áûòîâûì õèìèêàòàì
Resistance to chemicals for household use

Óñòîé÷èâîñòü ê áûòîâûì õèìèêàòàì
Resistance to chemicals for household use

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2
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EN ISO 10545-4

EN ISO 10545-4

EN ISO 10545-4

EN ISO 10545-4

EN ISO 10545-12

EN ISO 10545-12

EN ISO 10545-13

EN ISO 10545-13

EN ISO 10545-6

EN ISO 10545-7

EN ISO 10545-14

EN ISO 10545-14

EN ISO 10545-9

EN ISO 10545-9
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mm,%
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mm,%

—

—

—

—

—

5

5

UA

GA

2Í/ìì
2N/mm

2ìì
2mm

2Í/ìì
2N/mm

%

%

Í
N
Í
N

Í
N

100

170,9

100

0,85

0,79

45,8

48,1

1477,2

1637,0

1418,0

≥ 3

2-4
150-200

íå íèæå UB
not lower than UB

íå íèæå GB
not lower than GB

≥ 700

≥ 1100

≥ 700

≥ 30

≥ 30
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öèêëû
cycles

öèêëû
cycles

êëàññ / class
cyclesöèêëû / 

êëàññ
class

êëàññ
class

êëàññ
class

êëàññ
class

ñîîòâåòñòâóþò
pass

ñîîòâåòñòâóþò
pass

ñîîòâåòñòâóþò
pass

ñîîòâåòñòâóþò
pass

ñîîòâåòñòâóþò
pass

ñîîòâåòñòâóþò
pass

ñîîòâåòñòâóþò
pass

ñîîòâåòñòâóþò
pass

ñîîòâåòñòâóþò
pass

ñîîòâåòñòâóþò
pass

EN 14411:2012
ïðèëîæåíèå Í / annex H

EN 14411:2012
ïðèëîæåíèå Í / annex H

EN 14411:2012
ïðèëîæåíèå Í / annex H

EN 14411:2012
ïðèëîæåíèå Í / annex H

EN 14411:2012
ïðèëîæåíèå Í / annex H

EN 14411:2012
ïðèëîæåíèå Í / annex H

EN 14411:2012
ïðèëîæåíèå Í / annex H

EN 14411:2012
ïðèëîæåíèå Í / annex H

EN 14411:2012
ïðèëîæåíèå Í / annex H

EN 14411:2012
ïðèëîæåíèå Í / annex H

Ñòîéêîñòü ãëàçóðè ê ðàñòðåñêèâàíèþ
 Crazing resistance EN ISO 10545-11 — ñòîéêàÿ

stable

ñòîéêàÿ
stable

ñòîéêàÿ
stable

ñòîéêàÿ
stable

ñòîéêàÿ
stable

ñòîéêàÿ
stable

0,5 < E  ≤ 3,0b

0,5 < E  ≤ 3,0b

Ðàçðóøàþùàÿ íàãðóçêà ïðè òîëùèíå <7,5 mm
Breaking strenth for thickness <7,5 mm

Ðàçðóøàþùàÿ íàãðóçêà ïðè òîëùèíå <7,5 mm
Breaking strenth for thickness <7,5 mm
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Äëèíà è øèðèíà
Length and width

Òîëùèíà
Thickness

Ïðî÷íîñòü ïðè èçãèáå
Bending strength

Ìîðîçîñòîéêîñòü
Frost resistance

Èçíîñîñòîéêîñòü
Abrasion resistance
Óñòîé÷èâîñòü ê îáðàçîâàíèþ ïÿòåí
Stain resistance

Ïðÿìîëèíåéíîñòü ãðàíè
Border rectilinearity
Ïðÿìîóãîëüíîñòü
Squareness

Îòêëîíåíèå îò ïëîñêîñòíîñòè
Variation in plane

Âîäîïîãëîùåíèå
Water absorption

Òåðìè÷åñêàÿ ñòîéêîñòü
 Thermal resistance

Óñòîé÷èâîñòü ê áûòîâûì õèìèêàòàì
Resistance to chemicals for household use

2Í/ìì
2N/mm

Í
N

íå íèæå UB
not lower than UB

êîëè÷åñòâî öèêëîâ
number of cycles

öèêëû
cycles

êëàññ
class

êëàññ
class

ñòîéêàÿ
stable

ñòîéêàÿ
stable

Ðàçðóøàþùàÿ íàãðóçêà
Breaking strenth

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-3

EN ISO 10545-4

EN ISO 10545-4

EN ISO 10545-12

EN ISO 10545-13

EN ISO 10545-6

EN ISO 10545-14

EN ISO 10545-9

%

%

3ìì
3mm

—

5

124

UA

%

%

%

%

100

± 0,5

± 1,88

± 0,08

± 0,16

± 0,14

0,14

44,2

1618,7

≥ 3

≥ 1300

≥ 35

± 0,6

± 5,0

± 0,5

± 0,6

± 0,5

≤ 0,5

≤ 175

≤ 175
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Äëèíà è øèðèíà
Length and width

Òîëùèíà
Thickness

Ïðî÷íîñòü ïðè èçãèáå
Bending strength

Ìîðîçîñòîéêîñòü
Frost resistance

Èçíîñîñòîéêîñòü
Abrasion resistance
Óñòîé÷èâîñòü ê îáðàçîâàíèþ ïÿòåí
Stain resistance

Ïðÿìîëèíåéíîñòü ãðàíè
Border rectilinearity
Ïðÿìîóãîëüíîñòü
Squareness

Îòêëîíåíèå îò ïëîñêîñòíîñòè
Variation in plane
Âîäîïîãëîùåíèå
Water absorption

Òåðìè÷åñêàÿ ñòîéêîñòü
 Thermal resistance

Óñòîé÷èâîñòü ê áûòîâûì õèìèêàòàì
Resistance to chemicals for household use

GA

2Í/ìì
2N/mm

Í
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not lower than GB
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number of cycles
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êëàññ
class

êëàññ
class

—

—

ñòîéêàÿ
stable

ñòîéêàÿ
stable

ñòîéêàÿ
stable

ñòîéêàÿ
stable

Ðàçðóøàþùàÿ íàãðóçêà
Breaking strenth

5

100

42,1

1663,6

≥ 3

≥ 1300

≥ 35

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-2

EN ISO 10545-3

EN ISO 10545-4

EN ISO 10545-4

EN ISO 10545-12

EN ISO 10545-13

EN ISO 10545-11

EN ISO 10545-7

EN ISO 10545-14

EN ISO 10545-9

Ñòîéêîñòü ãëàçóðè ê ðàñòðåñêèâàíèþ
 Crazing resistance

%

%

%

%

%

%

± 0,5

±1,88

± 0,08

± 0,16

± 0,14

0,14

± 0,6

± 5,0

± 0,5

± 0,6

± 0,5

≤ 0,5

≥ 21-5
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Ðàçðóøàþùàÿ íàãðóçêà ïðè òîëùèíå ≥7,5 mm
Breaking strenth for thickness ≥7,5 mm

äåêëàðèðóåòñÿ
declared
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