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MANNOL “AdBlue”
Norma Faktiné reik§mé
Rodiklio pavadinimas E;uwnu'a H3M dakTuyeckn
. Unit Value
HaumeHnoBaHune nokasarenei
Characteristics
Karbamido masés dalis % (m/m) 31.8-33.2 32.0
Maccasas noas MmoueBunbl/ Urea content
Tankis prie 20 °C, kg/m® 1087-1093 1089
Density at 20°C, kg/ m®
Inorrocts npu 20 °C, kr/ m®
LuZio rodiklis prie 20 °C 1.3814-1.3843 1.3824
TMokasarens nepenoma npu 20 °C
Refractive index at 20°C
Sarmingumas kaip NH; masés dalis % (m/m) Max 0.2 0.03

Llenounocts kak Maccasas noiast NH; % (m/m)
Alkalinity as NH; % (m/m)

Biureto masés dalis % (m/m) Max. 0.3 0.23
Maccasas nons 6uypera/Biure t% (m/m)

Aldehidy masés koncentracija, mg/kg Max. 20 3.0
Ampperunpl/ Aldehydes, mg/kg

Netirpmenys, mg/kg Max 20 3.0
Hepacropumbiii ocrarok/ Insolube matter mg/kg

Fosfaty masés koncentracija , mg/kg

Docdarsi(PO,),Phosphate(PO,) mg/kg Max. 0.5 0.0
Aliuminio masés koncentracija, mg/kg Max 0.5 0.067
Amomunuit/ Aluminium, mg/kg
Kalcio masés koncentracija, mg/kg Max. 0.5 0.044
Kanpuuit/Calcium, mg/kg

Gelezies masés koncentracija, mg/kg Max. 0.5 0.438
XKenesolIron, mg/kg

Vario masés koncentracija, mg/kg Max. 0.2 0.157
Mens/ Copper, mg/kg

Cinko masés koncentracija, mg/kg Max. 0.2 0.058

unk/Zinc
Chromo masés koncentracija, mg/kg Max 0.2 0.048
Xpom/Chromium
Nikelio masés koncentracija, mg/kg Max. 0.2 0.043
Huxkens/Nickel

Magnio masés koncentracija, mg/kg Max. 0.5 0.051
Marnuwuii/Magnesium

Natrio masés koncentracija, mg/kg Max. 0.5 0.057

Harpwuii/Sodium
Kalio masés koncentracija, mg/kg Max. 0.5 0.469
Kanwuii/ Potassium
Identiskumas Turi atitikti bandyma pagal IST Ident

6.12/nomken
COOTBETCBOBATBUCIIBITAHUIO COIJIACHO
m.6.12 IST/Pass the test according to
p.6.12 of IST

Wnentuanocts/ldentity

Produktas atitinka JST 156667399-73, 1SO 22241-1/-2/-3 reikalavimus

Kokybeés, aplinkos apsaugos vadybos sistemos serttifikuotos pagal ISO 9001 ir ISO 14001. Idiegta” Darbuotojy saugos ir

sveikatos vadybos sistema”, atitinkanti BST OHSAS 18001 standarto reikalavimus.

Ipoxykr coots. TpeGoBanusim 156667399-73, 1SO 22241-1/-2/-3.Cuctema ynpasnieHust kauecTBoM 3aBepeHa cornacHo 1SO 9001.Cucrema
YIIpaBIICHHs OXPaHbI OKPYXKaroIIei cpejibl 3aBepeHa cornacHo 1ISO 14001

Brenpena “Cucrema MeHemKMEHTa 6e30MaCHOCTH M 3[0pOBbs” COOTB.TpeboBanmsm cranaapra BSI OHSAS 18001.

Product complies with the requirements of IST 156667399-73, ISO 22241-1/-2/-3The management quality system is

certified according to ISO 9001.The environmental management system is certified according to ISO 14001

Launched “Occupation health and safety management system” comply with BSI OHSAS 18001 standard requirements.
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