
Technical Data Sheet

Release Oil 

Product Features:

• A fast acting penetrant with graphite.

• Aggressive solvents penetrate deep into seized 
components while oils and graphite lubricate and 
prevent re-rusting.

• Helps to free corroded nuts, bolts and seized  
mechanical parts.

Direction of use:

1. Shake can well before use. 

2. Apply to corroded part. 

3. Allow part to soak for several minutes. 

4. Re-apply as required.

Handling:

• Caution pressurized container: protect from  
sunlight and other heat sources. 

• Refer to Material Safety Data Sheet.

Shelf Life:

• 3 years from date of manufacture.

• Manufacture date can be identified as follows; first 
letter denotes the year (letter for 2019 is M), second 
letter denotes the month (letter for August is H), 
numbers denote the day of the month.  
For example: MH13 = 13th August 2019, NA26 = 
26th January 2020. 

Physical Properties:

Appearance Dark grey

B
R

A
45

25
 R

el
eA

S
e 

O
il

_5
00

M
l_

 R
O

50
0 

_T
D

S
 3

 S
ep

Te
M

B
eR

 2
01

9 
1:

18
 p

M

UPDATED: 03-09-2019

Moove Lubricants Ltd. Dering Way, Gravesend, Kent DA12 2QX, england.
Tel: +44 (0)1474 564 311, Fax: +44(0)1474 333 000 email: sales@commaoil.com www.CommaOil.com


