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Unsere Information stützt sich auf sorgfältige Untersuchungen und darf als zuverlässig gelten,dennoch kann sie nur unverbindlich beraten.
Our information is based on thorough research and may be considered reliable, although not legally binding.

Предоставленная информация основана на данных исследований и является надежной, но не несет юридических обязательств.

Meets the requirements
and specifications:

TOYOTA T-III/T-IV/WS Lifetime

AISIN WARNER

CRYSLER ATF +3/4

4 and 5 speed European

(BMW/MB/VW)

VOITCH ATs 55.6335

MAN 339 Type Z-1

Packages:
1L,  4L,

Product Characteristics: 

   Characteristics               Method        Unit              Value 
   Density at 15°C                D 1298         kg/m³            846 
   Flash point COC               D 92             °C                 216 
   Pour point                         D 97             °C                 -45  
   Viscosity at 100°C            D 445           CSt               7,05 
   Viscosity at 40°C              D 445           CSt               34,5 
   Viscosity index                  D 2270                              172 

Mannol ATF WS is automatic transmission fluid specially 
formulated for Toyota vehicles with slip control transmissions 
which can lock up at low and medium speed.These are mostly 
6-speed and sometimes 5-speed automatic transmissions and 
automatic transaxelswidely used by Toyota in large sedans, 
SUVs and hybrid models since 2005.

Mannol ATF WS ist eine Getriebeflüssigkeit speziell entwickelt 
für Toyota Fahrzeuge mit Antischlupfregelung im niedrigen und 
mittleren Drehzahlbereich. Es sind meist 6-Gang oder 5-Gang-
Automatikgetriebe und automatische Transaxles, verbaut werden 
diese  von Toyota seit ca. 2005 in großen Limousinen, in SUVs 
und in Hybrid-Modellen.

Mannol ATF WS - специальная синтетическая гидравлическая 
жидкость для трансмиссий автомобилей Toyota с контролем 
скольжения передач. Тщательно подобранные присадки и 
синтетические компоненты обеспечивают наилучшие фрик-
ционные свойства в момент переключения скоростей, 
отличные низкотемпературные характеристики,высокую 
антиокислительную и химическую стабильность на всем 
сроке эксплуатации. Предназначено для большинства 6-
ступенчатых и некоторых 5-ступенчатых автоматических 
трансмиссий, используемых в автомобилях Toyota с 2005 года.


