
Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè

– RG11 – ïîñòðîåíèå îòâåòâëåíèé îò ìàãèñòðàëè íà äîìîâûå 
ðàñïðåäåëèòåëüíûå ñåòè. 

Ïðàâèëà ìîíòàæà è ýêñïëóàòàöèè

– RG59 – ïîñòðîåíèå àáîíåíòñêèõ îòâåòâëåíèé îò äîìîâîé ñåòè;

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè

Êîàêñèàëüíûé êàáåëü ñîñòîèò èç âíóòðåííåãî (öåíòðàëüíîãî) 
è âíåøíåãî ïðîâîäíèêîâ, ðàñïîëîæåííûõ ñîîñíî, ðàçäåëåííûõ ñëîåì 
èçîëèðóþùåãî ìàòåðèàëà è ïîìåùåííûõ â îáùóþ âíåøíþþ îáîëî÷êó.

Êàáåëü êîàêñèàëüíûé (äàëåå – êàáåëü) òîâàðíîãî çíàêà GENERICA 
ïðåäíàçíà÷åí äëÿ ïåðåäà÷è ðàäèî÷àñòîòíûõ ýëåêòðè÷åñêèõ ñèãíàëîâ 
â ñèñòåìàõ êàáåëüíîãî è ñïóòíèêîâîãî òåëåâèäåíèÿ, âèäåîíàáëþäåíèÿ, 
à òàêæå äëÿ ïåðåäà÷è öèôðîâûõ àóäèîñèãíàëîâ.

Îáëàñòü ïðèìåíåíèÿ:

Êàáåëü ñîîòâåòñòâóåò òðåáîâàíèÿì ÒÐ ÅÀÝÑ 037/2016.

Ìåðû áåçîïàñíîñòè

Êîìïëåêòíîñòü

Ïî èñòå÷åíèè ñðîêà ñëóæáû êàáåëü íå ïðåäñòàâëÿåò îïàñíîñòè äëÿ 
äàëüíåéøåé ýêñïëóàòàöèè.

Âî èçáåæàíèå âîçíèêíîâåíèÿ ýëåêòðîìàãíèòíûõ ïîìåõ íåîáõîäèìî 
ïðîêëàäûâàòü êîàêñèàëüíûé êàáåëü íà ðàññòîÿíèè íå ìåíåå 30 ñì 
îò ñèëîâîãî êàáåëÿ ýëåêòðîñåòè.

Ïðè îáíàðóæåíèè íåèñïðàâíîñòè êàáåëÿ íåîáõîäèìî ïðåêðàòèòü åãî 
ýêñïëóàòàöèþ è çàìåíèòü íà èñïðàâíûé.

Âî èçáåæàíèå âûòÿãèâàíèÿ êàáåëÿ ïîä ñîáñòâåííûì âåñîì íåîáõîäèìî 
ïðè âåðòèêàëüíîé ïðîêëàäêå çàêðåïëÿòü åãî ê ñòåíå (ìà÷òå) ÷åðåç êàæäûé 
1–2 ì.

– RG6 – ïîñòðîåíèå àáîíåíòñêèõ îòâåòâëåíèé îò äîìîâîé ñåòè, 
ïîñòðîåíèå äîìîâûõ ðàñïðåäåëèòåëüíûõ ñåòåé;

Êàáåëè äëèíîé 100 ì ïîñòàâëÿþòñÿ â áóõòàõ çàïàÿííûõ öåëëîôàíîâûì 
ïàêåòîì. 

Êàáåëè äëèíîé 300 ì ïîñòàâëÿþòñÿ íà äåðåâÿííûõ áàðàáàíàõ.

Ïðè ïðîêëàäêå íåîáõîäèìî ñîáëþäàòü ìèíèìàëüíûé ðàäèóñ èçãèáà 
êàáåëÿ, ðàâíûé äåñÿòèêðàòíîìó íàðóæíîìó äèàìåòðó êàáåëÿ.
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Ïîðÿäîê ìîíòàæà.

Ïîäêëþ÷èòü êàáåëü ê ñåòè.

Êàáåëè ÿâëÿþòñÿ íåðåìîíòîïðèãîäíûìè èçäåëèÿìè è â ñëó÷àå âûõîäà 
èç ñòðîÿ ïîäëåæàò óòèëèçàöèè.

Îñóùåñòâèòü ïðîêëàäêó êàáåëÿ.
Ïðè ïîìîùè ñëåñàðíîãî íîæà èëè ñïåöèàëüíîãî èíñòðóìåíòà 

(ñòðèïïåðà) îñóùåñòâèòü ðàçäåëêó êîíöîâ êàáåëÿ.
Óñòàíîâèòü ñîåäèíèòåëüíûå ðàçú¸ìû íà êîíöû êàáåëÿ.

×ðåçìåðíûå ìåõàíè÷åñêèå íàãðóçêè: óäàðû, ñêðó÷èâàíèÿ, 
ñäàâëèâàíèÿ, çàëîìû – ìîãóò ïðèâåñòè ê íàðóøåíèþ ñòðóêòóðû 

êàáåëÿ è âûõîäó åãî èç ñòðîÿ.

Òåêóùèé ðåìîíò.

ÂÍÈÌÀÍÈÅ

Ñðîê ñëóæáû è ãàðàíòèÿ ïðîèçâîäèòåëÿ
Ãàðàíòèéíûé ñðîê ýêñïëóàòàöèè – 1 ãîä ñî äíÿ ïðîäàæè ïðè óñëîâèè 

ñîáëþäåíèÿ ïîòðåáèòåëåì ïðàâèë ýêñïëóàòàöèè, òðàíñïîðòèðîâàíèÿ 
è õðàíåíèÿ.

Èçãîòîâèòåëü âïðàâå ñíÿòü ñ ñåáÿ ãàðàíòèéíûå îáÿçàòåëüñòâà â ñëó÷àå 
ïîâðåæäåíèÿ èçäåëèÿ â ðåçóëüòàòå íàðóøåíèÿ ïðàâèë òðàíñïîðòèðîâàíèÿ, 
õðàíåíèÿ, ìîíòàæà èëè ýêñïëóàòàöèè.

Basic product data
Coaxial cable (hereinafter – cable) of GENERICA trademark is designed for 

the transmission of radio frequency electrical signals in cable and satellite 
television systems, video surveillance, as well as for the transmission of digital 
audio signals.

Coaxial cable consists of inner (central) and outer conductors arranged 
coaxially, separated by a layer of insulating material and placed in a common 
outer sheath.

Scope:
– RG59 – construction of subscriber loops from the house network;
– RG6 – construction of subscriber loops from the house network, 

construction of house distribution networks;

COAXIAL CABLE                                    EN
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– RG11 – construction of loops from the main line to house distribution 
networks.  

Complete set
Cables of 100 m length are supplied in reels sealed in cellophane bags. 
Cables of 300 m length are supplied on wooden reels.

Excessive mechanical stresses such as shocks, twists, squeezes, and 
kinks can damage the cable structure and lead to cable failure.

When laying, a minimum bending radius of ten times the cable outer 
diameter should be observed.

To avoid electromagnetic interference it is necessary to lay the coaxial cable 
at a distance of at least 30 cm from the mains power cable.

Current maintenance

Installation procedure

Install the connectors on the cable ends.

Îñíîâíûå òåõíè÷åñêèå õàðàêòåðèñòèêè êîìáèíèðîâàííîãî êàáåëÿ 
ïðèâåäåíû â òàáëèöå 2./ The main technical characteristics of the combined 
cable are given in the table 2.

Installation and operation rules

×àñòîòíûå õàðàêòåðèñòèêè êàáåëÿ ïðèâåäåíû â òàáëèöå 3. / Frequency 
characteristics of the cable are given in Table 3.

At the end of its service life, the cable is not dangerous for further operation.
If a cable malfunction is detected, stop using it and replace it with a 

serviceable cable.

Cables are non-repairable products and in case of failure are subject to 
disposal.

WARNING

Warranty period – 1 year from the date of sale, if the consumer observes the 
rules of operation, transportation and storage.

Safety Precautions

Connect the cable to the network.

The manufacturer has the right to withdraw from warranty obligations in case 
of damage of the product because of violation of rules of transportation, storage, 
installation or operation.

In order to avoid pulling the cable under its own weight it is necessary to 
fasten it to the wall (mast) every 1–2 m when installing vertically.

Service life and manufacturer's warranty

Use a locksmith's knife or a special tool (stripper) to cut the cable ends.
Carry out cable laying.
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Òàáëèöà / Table 1

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå / Value

Àðòèêóë / Order code CC1-
R5F1-
111-100-
G

CC1-
R5F1-
111-300-
G

CC1-
R6F1-
111-100-
G

CC1-
R6F1-
111-300-
G

CC3-
R6F1-
111-100-
G

CC3-
R6F1-
111-300-
G

CC1-
R1F1-
119-300-
G

Òèï êàáåëÿ / Cable type RG59 RG6 RG11

Âîëíîâîå ñîïðîòèâëåíèå, Îì / Wave-
forming resistance, Îhm

75

Ýëåêòðè÷åñêàÿ åìêîñòü, ïÔ/ì / 
Electrical capacitance, pF/m

54

Äèàìåòð âíóòðåííåãî ïðîâîäíèêà, ìì 
/ Internal conductor diameter, mm

0,81 1,02 1,63

Ìàòåðèàë âíóòðåííåãî ïðîâîäíèêà / 
Internal conductor material

Îìåäí¸ííàÿ ñòàëü / 
Copper-plated steel

Ìåäü / Copper Îìåä-
í¸ííàÿ 
ñòàëü / 
Copper-
plated 
steel

Ìàòåðèàë èçîëÿöèè / Insulation material Âñïåíåííûé ïîëèýòèëåí (FPE) / PE foam (FPE)

Ìàòåðèàë îáîëî÷êè / Sheath material Ïîëèâèíèëõëîðèä (ÏÂÕ) / Polyvinylchloride (PVC)

Âíåøíèé ïðîâîäíèê / Outer conductor Àëþìèíèåâàÿ ôîëüãà ñ îïëåòêîé èç ìåäíûõ ïðîâîëîê / Aluminum foil with a 
braid made of copper wires

Äèàìåòð íèòåé â îïëåòêå, ìì / Core 
diameter in the braid, mm

0,12

Êîëè÷åñòâî íèòåé â îïëåòêå, øò. / 
Number of cores in the braid, pcs.

64 128

Âíåøíèé äèàìåòð êàáåëÿ, ìì, íå 
áîëåå / Cable outer diameter, mm, max

6,1 6,9 10,3

Öâåò îáîëî÷êè / Sheath color Áåëûé / White ×åðíûé / 
Black

Äëèíà êàáåëÿ, ì / Cable length, m 100 300 100 300 100 300 300

Òåìïåðàòóðà ýêñïëóàòàöèè / Operating 
temperature

 

Òåìïåðàòóðà ìîíòàæà / Mounting 
temperature

Ñðîê ñëóæáû, ëåò / Service life, years 15

+25

80‒ 40

+70

‒ 10

+60

‒ 50

+50
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Òàáëèöà / Table 2

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

Àðòèêóë / Order code ÑÑ3-R5F2-139-300-G

Òèï êàáåëÿ / Cable type RG59

Âîëíîâîå ñîïðîòèâëåíèå, Îì / Wave-forming resistance, 
Îhm

75

Äèàìåòð âíóòðåííåãî ïðîâîäíèêà, ìì / Internal 
conductor diameter, mm

0,81

Ìàòåðèàë âíóòðåííåãî ïðîâîäíèêà / Internal conductor 
material

Ìåäü / Copper

Ìàòåðèàë èçîëÿöèè / Insulation material Âñïåíåííûé ïîëèýòèëåí (FPE) / PE foam (FPE)

Ìàòåðèàë îáîëî÷êè / Outer conductor) Ïîëèâèíèëõëîðèä (ÏÂÕ) / Polyvinylchloride (PVC)

Âíåøíèé ïðîâîäíèê / Outer conductor Àëþìèíèåâàÿ ôîëüãà ñ îïëåòêîé èç ìåäíûõ ïðîâîëîê / 
Aluminum foil with a braid made of copper wires

Äèàìåòð íèòåé â îïëåòêå, ìì / Core diameter in the braid, 
mm

0,12

Êîëè÷åñòâî íèòåé â îïëåòêå, øò. / Number of cores in the 
braid, pcs.

80

Òîêîïðîâîäÿùàÿ æèëà / Conductive core Ìåäíàÿ ìíîãîïðîâîëî÷íàÿ / Copper stranded

Êîëè÷åñòâî òîêîïðîâîäÿùèõ æèë, øò. / Number of 
conductive cores, pcs.

2

2Ñå÷åíèå òîêîïðîâîäÿùåé æèëû, ìì  / Cross-section of 
2conductive core, mm

0,75

Íàïðÿæåíèå ïèòàíèÿ, Â / Power supply voltage, V 12

Âíåøíèé äèàìåòð êàáåëÿ, ìì, íå áîëåå / Cable outer 
diameter, mm, max

5,6 (êàáåëü êîàêñèàëüíûé / coaxial cable)

2,0 (êàáåëü ïèòàíèÿ / power cord)

Öâåò îáîëî÷êè / Sheath color ×åðíûé / Black

Äëèíà êàáåëÿ, ì / Cable length, m 300

Òåìïåðàòóðà ýêñïëóàòàöèè / Operating temperature

Òåìïåðàòóðà ìîíòàæà / Mounting temperature

  

Ñðîê ñëóæáû, ëåò / Service life, years 15

‒ 10

+60

‒ 30

+70

‒ 50

+50
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Òàáëèöà / Table 3

Êîýôôèöèåíò çàòóõàíèÿ, [äÁ/100 ì] / Attenuation coefficient, [dB/100 m]

Òèï êàáåëÿ / 
Cable type

Ìàòåðèàë ïðîâîäíèêà / 
Conductor material

×àñòîòà, ÌÃö / Frequency, MHz

50 200 450 600 750 860 1000

RG6 Îìåäí¸ííàÿ ñòàëü / Copper-
plated steel

5,7 7.9 11,8 13,9 15,7 17,1 18,5

Ìåäü / Copper 4,6 8,1 12,7 14,8 16,7 17,9 19,5

RG11 Îìåäí¸ííàÿ ñòàëü / Copper-
plated steel

4,5 6,4 9,7 14,3 16,1 20,6 22,5

RG59 Îìåäí¸ííàÿ ñòàëü / Copper-
plated steel

7,6 11,1 16,2 23,2 26,2 29,3 35,5

Ìåäü / Copper

Èçäàíèå / Version 3
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