Product Iinformation AREOL ST-A.06.55 AR Eo L

Max P F OtECt F 5 W' 3 o Macno ans TBoeli mawmMHbI

OnucaHue:

MONHOCTbBIO CUHTETUYECKOE 3HeprocbeperatoLee MOTOPHOE Mac/Io NPeEMMYM krnacca. ObecneymBa-
€T UCKJTIOUNTENBbHYIO 3alUUTY OT M3HOCA, CHUXEHME pacxoda ToMnMBa M cTabunbHoe 6bICTpoe
MoCTynneHMe Macna KO BCeM AeTansM aABmraTtens. YooBneTBopseT TpeboBaHMSM HOBeMLWeW cneum-
dukaumm Ford WSS-M2C913-D. MogxognT ans aBToMmobmnem ¢ 6eH3nMHOBbIMU U AN3ETIbHBIMM
OBUraTensiMm, B TOM YMCIIE C BMPbICKOM TOMMBa U TypOOHaLOoyBOM.

XapaKTepuUcTUKu:

ACEA A1/B1-12, A5/B5-12

API SL/CF

Meets the requirements of

Ford WSS-M2C913-D

Renault RNO700

Jaguar Land Rover STJLR.03.5003

Typicals:
Density at 15 °C, kg/I 0,851
Viscosity -30 °C, mPa.s 3890
Viscosity 40 °C, mm?/s 54,50
Viscosity 100 °C, mm?2/s 9,90
Viscosity Index 170
Flash Point COC, °C 220
Pour Point, °C -39
Total Base Number, mgKOH/g 10,1
Sulphate Ash, % 1,09

TunuyHbie XapaKTepucTtuku:

IMnotHocTb nipu 15 °C, Kr/n 0,851
BsizkocTb npu -30 °C, MlNa-c 3890
BsizkocTb npu 40 °C, MM2/c 54,50
BaskocTb npu 100 °C, MM2/c 9,90
MHOekc BA3KOCTU 170
TeMmnepaTypa BcrbiwkK no KnmeneHay, °C 220
TeMnepaTypa 3acTbiBaHMs, °C -39
O6uee wenoyHoe ymcno, Mr KOH/r 10,1

CynbdaTHasa 301bHOCTb, % 1,09

The data mentioned in this product information sheet are meant to enable the reader to orient himself about the properties and possible applications of our products.
Although this overview is composed with all possible carefulness on the stated date, the composer does not accept any liability for damages caused by incompleteness
and/or inaccuracies in this information, especially when these are caused by obvious typing errors. The terms of delivery of the supplier apply to all product supplies.
The reader is advised, specially for critical applications, to make the final product-choice in consultation with the supplier. Due to continual product research and
development, the information contained herein is subject to changes without notification.



